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Voltage: 24V - 144V
Power: 300W - 50kW
Flange: B5/B14/customized
Sensor: SinCos/Resolver/Encoder
Protection: IP20 - IP65

PMAC Synchronous Motor

Voltage: 24V - 144V
Power: 300W - 50kW
Flange: B5/B14/customized
Protection: IP20 - IP65

AC Motor

Voltage: 12V - 144V
Power: 300W - 15kW
Flange: B5/B14/customized
Protection: IP20 - IP54

DC Motor

MOTORS



DRIVE WHEELS

Horizontal Horizontal Steering

Vertical Steering Dual Drive

Loads: from 200kg to 6000kg
Torque: from 230Nm to 12000Nm
Wheel diameter: from 150 to 551mm

Loads: from 200kg to 6000kg
Torque: from 230Nm to 12000Nm
Wheel diameter: from 150 to 559mm

Loads: from 430kg to 4500kg
Torque: from 400Nm to 2600Nm
Wheel diameter: from 230 to 457mm

Loads: from 500kg to 1000kg
Torque: from 140Nm to 750Nm
Wheel diameter: from 160 to 300mm



TRANSAXLES

S21 Model
Motor up to 1,5kW
Maximum loads on axles: 400kg
Maximum output torque: 400Nm
Gear ratios: from 1:10 to 1:31

S40 Model
Motor up to 5kW
Maximum loads on axles: 1500kg
Maximum output torque: 1000Nm
Gear ratios: from 1:10 to 1:39

S55 Model
Motor up to 20kW
Maximum loads on axles: 1600kg
Maximum output torque: 1600Nm
Gear ratios: from 1:10 to 1:55



Voltage: 12V - 120V
Power: 300W - 15kW
Pump group: Gr1 - Gr2
Protection: IP20 - IP65

GEARMOTORS

Voltage: 12V - 120V
Power: 300W - 15kW
Torque: up to 700Nm
Gear boxes: 
PM62/ PM81/ PM120/ cyclo

MOTORPUMPS
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